
IE
EE P

ro
of

IEEE ROBOTICS AND AUTOMATION LETTERS, VOL. 00, NO. 0, 2022 1

Control and Transport of Passive Particles Using
Self-Organized Spinning Micro-Disks

1

2

Franco N. Piñan Basualdo , Gaurav Gardi, Wendong Wang , Sinan O. Demir , Aude Bolopion ,
Michaël Gauthier , Pierre Lambert , and Metin Sitti

3

4

Abstract—Traditional robotic systems have proven to be instru-5
mental in object manipulation tasks for automated manufacturing6
processes. Object manipulation in such cases typically involves7
transport, pick-and-place and assembly of objects using automated8
conveyors and robotic arms. However, the forces at microscopic9
scales (e.g., surface tension, Van der Waals, electrostatic) can be10
qualitatively and quantitatively different from those at macroscopic11
scales. These forces render the release of objects difficult, and12
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hence, traditional systems cannot be directly transferred to small 13
scales (below a few millimeters). Consequently, novel micro-robotic 14
manipulation systems have to be designed to take into account 15
these scaling effects. Such systems could be beneficial for micro- 16
fabrication processes and for biological studies. Here, we show 17
autonomous position control of passive particles floating at the 18
air-water interface using a collective of self-organized spinning 19
micro-disks with a diameter of 300µm. First, we show that 20
the spinning micro-disks collectives generate azimuthal flows that 21
cause passive particles to orbit around them. We then develop a 22
closed-loop controller to demonstrate autonomous position control 23
of passive particles without physical contact. Finally, we showcase 24
the capability of our system to split from an expanded to several 25
circular collectives while holding the particle at a fixed target. 26
Our system’s contact-free object manipulation capability could be 27
used for transporting delicate biological objects and for guiding 28
self-assembly of passive objects for micro-fabrication. 29

Index Terms—Automation at micro-nano scales, micro/nano 30
robots, swarm robotics. 31

I. INTRODUCTION 32

ROBOT-ASSISTED assembly lines have revolutionized the 33

manufacturing industry. Specially, these systems are in- 34

strumental in the automation of object manipulation, transport 35

and assembly tasks. Typical robotic systems in industries incor- 36

porate the conveyor system for automated transport of objects 37

and are integrated with robotic arms for pick-and-place and 38

assembly of objects. However, at millimeter scale and below, 39

robotic systems need to overcome the barrier presented by the 40

dominant physical interactions at such scales, like surface ten- 41

sion, Van der Waals interactions, and electrostatic attraction [1], 42

[2]. Considering these effects, several systems have been pro- 43

posed for manipulation at the micro-scale. Most of these systems 44

operate based on physical contact with the passive object [3]–[9] 45

while a few systems make use of the fluid environment around 46

the objects for non-contact manipulation [10]–[16]. 47

Contact-based object manipulation is normally achieved by 48

controlling an external stimulus (for example, magnetic field) in 49

the environment to move one or more micro-robots that, in turn, 50

push or pull the passive objects. However, contact-based pushing 51

and pulling is less preferable due to the adhesion between the 52

manipulated object and the manipulator, impeding the release 53

of the former. Non-contact manipulation can be performed via 54

the generation of flows within the fluid, which in turn move 55

the object. These flows could be created either using fixed 56

platforms [12], [13] or by mobile micro-objects [14]–[17]. The 57

fixed platforms can be made either using active components 58
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Fig. 1. Behavior of spinning micro-disks. (A) Optical microscope image of
a single micro-disk (left) and the edge height profile (right). Each micro-disk
has 6 bumps along its edge which can been seen in the edge-height profile
(right). The number 6 on the micro-disk is to identify the orientation of the disk.
(B) Schematic of a pair of micro-disks spinning on air-water interface (left)
and a collective with generated flow around it (right). The torque due to the
external magnetic field (spin speed Ω), rotates each disk (spin speed ω). The
disks interact with each other via three pairwise interactions: capillary, magnetic
dipole-dipole and the hydrodynamic lift. The disks also generate an azimuthal
flow on the surface of water when they spin, and they orbit around each other at
orbiting speed ω0, due to this flow field.

like photo-chemically active Janus pillars [12] or using acoustic59

transducers [13]. Micro-robotic systems that have been devel-60

oped for object manipulation either use a single robot [15]–[17]61

or a swarm [14]. However, all of these systems either cannot62

dynamically reconfigure the flows in real-time or they can only63

manipulate objects near a solid substrate, where the objects need64

to overcome the surface friction.65

The systems mentioned earlier cannot be used for some66

applications that require manipulation at fluid-fluid interface.67

Biological studies on the behavior of biological materials such68

as protein [18]–[20], epithelial cells [21]–[23] and other micro-69

organisms [24], [25] at the air-water interface are of both funda-70

mental and practical importance. These studies could benefit71

from robotic systems that autonomously manipulate floating72

objects at the air-water interface.73

Moreover, these micro-scale robotic systems could be useful74

for guiding capillary self-assembly [26] of simple objects to75

form complex shapes, which can be useful for nanoscale pack-76

aging [27]. One such system has been developed recently [11]77

which uses laser-induced thermocapillary flow to manipulate78

a few objects in parallel. However, it requires an extremely79

clean air-water interface for it to work, which limits the working80

time of the system to a few minutes. Another possibility is81

to use a swarm of micro-robots that can generate flows on a82

fluid surface. It has been shown that a collective of magnetic83

micro-disks spinning at the air-water interface self-organize into84

groups and orbit around each other [28]–[30]. These collectives85

generate azimuthal flows around themselves that could be used86

for transporting an object [10]. Variation of the rotation speed87

of the external magnetic field changes the patterns of spinning88

micro-disks, which in turn reconfigure the flow at the air-water89

interface. This ability to reconfigure the flow makes the system90

suitable for non-contact object manipulation at the air-water 91

interface. 92

In this study, we demonstrate feedback control of passive 93

objects at the air-water interface using a collective of spin- 94

ning magnetic micro-disks. We use a few soft-magnetic rods 95

to concentrate the magnetic flux in some areas, thus creating 96

magnetic traps. First, we demonstrate that by tuning the spinning 97

speed of the external magnetic field, we can localize the disks 98

within the magnetic trap, forming several circular collectives, 99

or allow them to escape to neighboring traps, thereby forming 100

a single rod-like collective. Next, we show the transport of 101

passive particles around the collective and how the transport 102

speed can be controlled by periodically switching the magnetic 103

rotation direction. Utilizing the above-mentioned results, we 104

then demonstrate the autonomous transport of ≈ 1˜mm sized 105

objects at the air-water interface. We implement a real-time 106

closed-loop controller to autonomously control the position of 107

passive particles. Our system has the potential to be used for 108

sorting biological cells and to guide self-assembly of passive 109

objects into non-trivial configurations for micro/milli-scale as- 110

sembly towards the fabrication of complex objects. 111

II. BEHAVIOR OF THE SPINNING MICRO-DISKS 112

The experimental setup consists of two pairs of Helmholtz 113

coils to generate a uniform rotating magnetic field along the 114

horizontal plane. Inside the work space of the coils, we place 115

an arena with water on top of which magnetic micro-disks float. 116

The disks are corrugated along the edges [29] (Fig. 1a) and 117

are sputtered with cobalt to generate a magnetic dipole (see 118

Appendix for details on fabrication). These corrugations deform 119

the air-water interface, thereby inducing orientation dependent 120

capillary interactions. The magnetic dipole of the disks causes 121

an orientation dependent dipole-dipole interaction between the 122

disks. During normal operation, the magnetic field magnitude is 123

kept constant and it rotates with an imposed angular velocity Ω, 124

this is 125

B = B0 cos(Ω t) · x̂+B0 sin(Ω t) · ŷ (1)

where we fixed B0 = 7mT. The magnetic disks floating at 126

the interface experience a torque from the externally imposed 127

magnetic field and begin to rotate with an angular velocity ω. 128

As long as the magnetic rotation speed Ω is not too high (Ω < 129

Ωstep−out), the disks will rotate with the same average angular 130

speed (ω̄ = Ω). When two rotating disks are close to each other, 131

they interact in three different ways: capillary, magnetic and 132

hydrodynamic interaction [28]. The capillary interaction can be 133

repulsive or attractive depending on the relative orientation of the 134

disks, but the average interaction along one turn is repulsive. The 135

magnetic interaction can also be attractive or repulsive depend- 136

ing on the relative orientation of the disks’ magnetic dipoles, but 137

in this case the average interaction is attractive. Finally, there is 138

the hydrodynamic interaction, that is always repulsive and it 139

depends on the spinning speed of the disks (ω). The disks also 140

generate an azimuthal flow when they rotate, making them orbit 141

around a common center of mass [29]. All these interactions 142

combined make the disks stay at a stable distance from each other 143
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Fig. 2. Spinning micro-disks in magnetic traps. (A) Schematic of the arrange-
ment of soft magnetic ferrite rods that create a double magnetic trap when the
external magnetic field is switched on. The ferrite rods concentrate the magnetic
flux near its extremes. (B) COMSOL simulation showing the angle-average
magnetic flux density corresponding to the arrangement in (A) placed in uniform
rotating magnetic field (10 mT). The arrangement results in a double magnetic
trap with minima at the center of each square gap created by the rods. (C)
Representative images showing the behavior of disks in the double magnetic
trap. At lower spinning speed (Ω = 20 rps) the disks were localized to the trap
to the left (left) and at higher spin speed (Ω = 60 rps) they expanded and occupy
the neighboring trap (center). Switching from Ω = 60 rps to Ω = 20 rps, the
long collective can be split into two small circular collectives, localized in the
two traps (right). The white boxes in (C) outline the ferrite rods.

(Fig. 1B) while orbiting. These interactions can be extended to144

more disks, that form a collective with a characteristic distance145

between particles depending on the rotation speed Ω [30].146

The system of spinning disks described above can be enriched147

by introducing a magnetic trap, an area with stronger magnetic148

field that attracts the disks. Such traps can be created with149

ferrite bars that concentrate the magnetic field at their extremes,150

attracting the disks there. Moreover, two traps can be created151

next to each other arranging the bars as shown in Fig. 2A. The152

resulting magnetic trap can be seen in Fig. 2B. The strength153

of the trap can be controlled by changing the magnitude of the154

external magnetic field. Under this configuration, the behavior155

of the collectives can radically change depending on Ω as shown156

in Fig. 2C. When the rotation speed is below a given threshold,157

the disks in one trap cannot escape to the other one. Above158

this threshold, because of the increased hydrodynamic repulsion159

between the disks, the disks can escape from one trap to the160

other, filling the space in between and forming an elongated161

collective. If now Ω is decreased again, the collective breaks162

into two localized groups.163

III. RESULTS164

A. Manipulation of Passive Particles165

In the previously described setup, the rotation of each mag-166

netic disk generates an azimuthal flow around it that superim-167

poses into a flow around the entire collective [28]. This flow168

can be used to propel passive particles as shown in Fig. 3A169

and B for Ω = 20 rps and Ω = 60 rps respectively. In order to170

accurately control the particle, we need to control the intensity of171

Fig. 3. Passive particle transport by the flow generated by the collective. Image
showing the passive particle orbiting around the collective at (A) 20 rps and (B)
60 rps due to the flow generated by the disks. By spinning the disks clockwise
for a time tCW = Δt(u+ 1)/2, where u ∈ [−1, 1] is the control variable,
and anti-clockwise for a time Δt− tCW at same Ω, the average speed of the
passive particle can be tuned. Plot of speed vs time of a 1mm polystyrene bead
for different values of u at (C) 20 rps, and (D) 60 rps. Plot of average speed of
a 1mm polystyrene bead at (E) 20 rps, and (F) 60 rps for different values of u.
The standard deviations in (E) and (F) were calculated from trajectories, 10 to
30 s long. Blue line in (A) and (B) represent trajectory of the particle over the
last 5 s.

the generated flow. The simplest way to control the flow intensity 172

is to adjust the magnetic rotation speedΩ. However, modifyingΩ 173

also affects the interactions between the disks and, therefore, the 174

behavior of the collective as explained in the previous section. 175

One way to adjust the flow intensity without strongly affecting 176

the collective is to keep the absolute rotation speed Ω constant, 177

but periodically change its direction. In other words, the mag- 178

netic field, and thus the disks, are rotated for a time tCW in the 179

clockwise direction and for a time tCCW = Δt− tCW in the 180

anti-clockwise direction. We can then define the first duration as 181

tCW = Δt
u+ 1

2
(2)

where u ∈ [−1, 1] is the control variable. One limitation of the 182

current setup is that a waveform cannot be interrupted midway, 183

thus limiting tCW and Δt to whole periods. Consequently, a low 184

value of Δt would leave only a few possible values for tCW, and 185

a too largeΔtwould make the passive particle oscillate back and 186

forth. We found a good compromise for Δt = 300ms, leaving 187

7 possible values for tCW when Ω = 20 rps (split configura- 188

tion), and 19 when Ω = 60 rps (expanded configuration). The 189

response of the system under a sudden change of u from zero 190

to a given value is shown in Fig. 3C and D. Two observations 191

can be made from these results. First, the inertia of the system 192

is negligible, with the particle accelerating almost immediately. 193
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Fig. 4. Schematic of the error calculation and the control architecture. (A) Error calculation. The particle position is projected on the collective’s contour. The
error is then calculated as the distance to the target along the contour. (B) Control architecture. Images acquired (image acquisition) using a camera are analyzed
(image analysis) to detect the passive particle. The target position is received from the user through a GUI. A PI controller is used to compute the waveform
parameters (Ω and tCW). The LabVIEW program computes and commands the currents to the coils accordingly. The coils then generate a magnetic field that
drives the collective, which in turn drives the passive particles (controlled system). The control architecture was implemented using a custom-made python package
with Robot Operating System (ROS) for communication between different modules.

Second, the instantaneous particle velocity strongly fluctuates.194

These fluctuations can be explained by the fact that the collective195

is constantly reorganizing itself, thus affecting the generated196

flow and passive particle velocity. Nevertheless, the effective-197

ness of the proposed technique can be seen in Fig. 3E and F,198

where the average velocity of the particle resulted approximately199

proportional tou. The fact that both values ofΩ produced similar200

velocities could be explained by considering that even if at lower201

rotation speeds the individual effect of each disk is weaker, they202

aggregate together and the particle gets closer to the collective203

(because of the reduced hydrodynamic interaction), thus com-204

pensating the weakening of the individual contributions.205

Intuitively, one may think that the presented strategy could be206

used to stop the flow, and thus the particle, by imposing u = 0.207

Although, doing so effectively diminish the average velocity of208

the particle (Fig. 3E and F), the mean velocity is not exactly zero209

and the particle continues to advance with an average speed of210

around 0.1mm/s and 0.2mm/s forΩ = 20 rps andΩ = 60 rps211

respectively. Moreover, the passive particle velocity fluctuations,212

make it impossible to predict in advance the necessary input to213

obtain a given displacement, thus making necessary the imple-214

mentation of a closed-loop controller.215

B. Closed-Loop Position Control of Passive Particles216

Although the previous results were encouraging, they also217

evidenced the need for a closed-loop control. This is, the value of218

u should be updated as a function of the particle position relative219

to an imposed target. Concretely, we need to identify the passive220

particle position, compute the error to a target, and update the221

value of u accordingly. Since the particle can only be controlled222

around the collective, both the particle position and the target223

are projected on a contour —composed of two straight lines and224

two semicircles that approximate the trajectory traversed by the225

passive particle— and the error is computed along it (Fig. 4A).226

The implementation of the controller is split into two com-227

puters communicating through TCP/IP protocol, one executing228

several Python scripts with Robot Operating System (ROS)229

for communication between them, and one running LabVIEW.230

A schematic of the closed-loop system is shown in Fig. 4B.231

The ROS computer is in charge of image acquisition, image232

analysis, user interface and controller calculations. The image233

acquisition subsystem sets the camera and launches the image234

Fig. 5. Autonomous control of passive particles using expanded collective.
(A) Image sequence showing the autonomous position control of a 1mm sphere
while the collective is in expanded state at Ω = 60 rps. (B) Plot of error vs time
corresponding to the experiment in (B). Blue lines in (A) represent trajectory of
the particle over the last 5 s.

acquisition. The image analysis, transforms the image to HSV 235

representation, and filters the H channel to detect blue objects. 236

The user interface (GUI) displays the image to the user, receives 237

user inputs (target and mode), and calculates the error (e). The 238

control subsystem implements a PI controller to compute u as 239

u(t) = Kp

(
e(t) +

1

Ti

∫ t

0

e(τ) dτ

)
, (3)

where e is the error, Kp is the proportional gain and Ti is the 240

integral time. Then, the control variable was saturated to |u| ≤ 241

0.9, in order to reduce the collective deformations and to stay 242

in the linear regime (see Fig. 3E and F). The control subsystem 243

also computes tCW using (2). The LabVIEW computer receives 244

the waveform parameters (Ω and tCW) from the ROS side, and 245

computes the signal for each coil driver. 246

In the expanded configuration (Ω = 60 rps), the particle can 247

be controlled all around the collective. We implemented the 248

previously described controller with a proportional gain Kp = 249

0.22mm−1 and an integral time Ti = 200 s, and the results are 250

shown in Fig. 5A and B (also see accompanying video). This 251

controller successfully drives the particle and stabilizes it around 252

the target with a precision of approximately 0.5mm. Although 253

a derivative action could improve the transient response, the 254

previously discussed velocity fluctuations make it not trivial to 255

implement without introducing fluctuations in the control vari- 256

able u. The same controller was used in the split configuration 257
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Fig. 6. Autonomous control of passive particles using splitting behavior. (A)
Image showing the position control of a 1mm sphere while the collective is
split at Ω = 20 rps. (B) Plot of error vs time corresponding to the experiment
in (A). (C) Image sequence showing the transition from expanded collective
at Ω = 60 rps, to small circular collectives at Ω = 20 rps, while holding the
particle at the target position. The particle was first moved to a target position
while the collective was expanded, then it split to circular collectives while still
holding the particle at the target. Finally, the particle was allowed to orbit around
the circular collective to the right. Blue lines (A) and (C) represent trajectory of
the particle over last 5 s.

Fig. 7. Control of passive particles of different shapes. The images showing
the trajectory of (A) 1mm square, (B) 1.5mm rod, and (C) 2mm cross shaped
passive particle (3D printed) while the collective is in expanded state at Ω =
60 rps. The blue lines represent the trajectory of the passive particle over the
last 5 s. The system successfully controlled the particles without adjusting the
controller gains.

(Ω = 20 rps) to control the particle around one of the small258

collectives, and the results are shown in Fig. 6A and B. In this259

case, the particle is stabilized around the target with a precision260

of approximately 0.3mm.261

The main advantage of collective systems over single active262

particles is that collective systems can reconfigure on demand.263

In particular, our system allows us to split the collective while264

holding the particle in place to later control the particle around265

one of the smaller collectives as shown in Fig. 6C (also see266

accompanying video). In this example, the particle is first driven267

to one of the extremes of the expanded collective, stabilized there268

while the collective was split, and finally the control is set to u =269

1 to make the particle orbit around the smaller collective. This270

can be reversed by first stopping the particle, then expanding, and271

finally controlling the particle around the expanded collective.272

Another advantage of this system is that, since it is driven by273

the fluid motion, the shape and material of the passive particle do274

not have a significant impact on its response. Therefore, passive275

particles with different shapes can be controlled without having276

to modify the controller gains, as shown in Fig. 7.277

IV. CONCLUSION278

In summary, we presented a novel non-contact manipulation279

platform that makes use of the flow created by a collective280

of rotating magnetic micro-disks to control a passive particle281

around it. First, we showed how the collective exhibits two 282

distinct behaviors depending on the rotation speed Ω. Namely, 283

the system expands along several magnetic traps for fast rotation, 284

and splits into several small collectives for slow rotations. Then 285

we showed that we can decouple the collective behavior from 286

its effect on the passive particle by keeping the magnetic field 287

magnitude B0 and instantaneous rotation speed Ω constant, but 288

periodically switching the rotation direction. While this allowed 289

us to tune the passive particle’s velocity, the observed velocity 290

fluctuations and residual velocity for zero input evidenced the 291

need for a feedback controller. We implemented such a controller 292

by identifying the passive particle’s position through image 293

analysis, and updating the control parameters accordingly. This 294

controller successfully drove the particle to the target position 295

and stabilized it there. Moreover, taking advantage of the collec- 296

tive’s behaviors, we can split the collective and trap the passive 297

particle in an orbit around one of the small collectives. 298

The main limitation of the system in its current state is that 299

passive particles can only be controlled along the contour of the 300

collective, and the position of the particle perpendicular to this 301

contour depends on its interaction with the collective. Another 302

drawback is that all the passive particles around the collective 303

experience the same actuation (clockwise or anti-clockwise). 304

This renders the independent control of several particles difficult. 305

One workaround could be to separate the particles by using the 306

splitting capability of the collective, thereby differentiating the 307

effect of the flows on each particle. Finally, the fluctuations 308

on the collective structure (magnetic particles positions) may 309

affect the propulsion. For example, in the expanded configura- 310

tion the particle can occasionally break through the collective 311

and orbit around one of the external traps, thus preventing the 312

collective from reforming. More advanced controllers could 313

consider the collective structure to predict such fluctuations and 314

act accordingly. For example, prevent the particle form breaking 315

through the collective or, if it does, reduce its speed to allow 316

the collective to reconfigure. Moreover, it has been proven that 317

iterative learning algorithms can improve the performance of 318

non-contact manipulation [17] for single actuators in the fluid 319

bulk, which could be extended to collectives at the fluid interface. 320

The developed system has several potential applications in 321

micromanipulation. First, it could be used as a micro conveyor 322

belt to displace particles or assemblies in a micro-fabrication 323

device. A scaled down version of the system could be used to 324

transport delicate biological material, because of the non-contact 325

manipulation capability of the system. Moreover, the splitting 326

capability can be exploited to manipulate multiple particles si- 327

multaneously and, possibly, assemble them. Another capability 328

of the system could be the sorting of particles, with possible 329

application within a lab-on-a-chip device. 330

APPENDIX 331

Fabrication of the micro-disks: A CAD model for the micro- 332

disks was created using Grasshopper plugin in Rhinoceros 3D 333

software. The capillary bumps are cosine profiles with amplitude 334

2μm, spread over an arc angle of 30 ◦. The micro-disks were 335

then 3D printed using two photon lithography (Nanoscribe) and 336
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a 500 nm thick cobalt layer was sputtered (using Kurt J. Lesker337

NANO 36) on them to generate an in-plane magnetic dipole.338

Finally, a 60 nm thick gold layer was sputtered on top to protect339

the cobalt from oxidizing. The optical microscope images were340

taken on Zeiss Discovery V12 using Basler camera acA1300-341

200uc.342

Design of the soft magnetic traps: Soft magnetic traps were343

designed using 2mm ferrite rods. These rods exhibit soft mag-344

netic behavior, that is, they get magnetized inside an external345

magnetic field and they lose magnetization almost entirely when346

the external magnetic field is switched off. The distance between347

the magnetic traps was empirically adjusted. This distance in-348

fluences the magnitude of the magnetic barrier that prevents349

the disks from escaping from a trap. We found that at 6 mm350

separation between the two magnetic traps, we could obtain351

the two distinct behaviors (localized at 20 rps and expanded352

at 60 rps) of the collective and transition between them.353

Arena for the experiments: The experiments were performed354

inside a rectangular arena that was 3D printed using stere-355

olithography (SLA) printers (Formlabs Form 3). The arena was356

designed to accommodate the ferrite rods.357

Passive particle fabrication: Passive particles (square, rod and358

cross) were 3D printed using Stereolithography (SLA) printers359

(Formlabs) and clear V4 resin.360
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